Beverly Flight Center Aircraft

Weight and Balance Data

Updated:  08/23/17
	AIRCRAFT
	LAST

WEIGHT

UPDATE
	EMPTY

WEIGHT

(lbs.)
	ARM

(in.)
	MOMENT

(in.-lbs.)
	MAXIMUM

GROSS T/O

WEIGHT

(lbs.)
	USEFUL LOAD 

(lbs.)

	N9184Y
	06/26/07
	1515.65
	85.53
	129,633.54
	2440
	931.35

	N2159H
	07/19/99
	1465.25
	86.62
	126,919.95
	2325
	859.75

	N2496X
	04/20/17
	1488.99
	85.35
	127,086.09
	2440
	958.01

	N8234D
	05/18/06
	1517.6
	87.19
	132,319.54
	2325
	807.4

	N8119H
	08/21/17
	1452.03
	85.95
	124,800.48
	2325
	872.82

	N602PS
	05/21/10
	855.8
	16.99
	14,540.04
	1320
	464.2

	N3152K
	10/22/09
	1583.8
	86.48
	136,967.02
	2440
	863.2

	N4462P
	12/16/86
	2515.7
	90.54
	227,771.47
	4000*5 seats
3800*4 seats
	1484.3
1284.3

	N1418V
	    03/28/17
	1479.18
	39.19
	57,967.67
	2300
	820.82

	N664JH
	01/27/15
	2217
	141.0
	312,604.0
	3050
	833

	N656ST
	06/07/07
	1815.2
	88.05
	159,828.36
	2550
	734.8

	N36282
	03/17/92
	1769.5
	85.12
	150,619.84
	2750
	980.5


NOTES:  

1.)  “Useful Load” refers to the maximum weight of occupants, cargo/baggage, and usable fuel that can be loaded on board the aircraft so as not to exceed the maximum gross takeoff weight, or in some cases the maximum gross ramp weight. Useful Loads for the Warrior 2240 GWT models and Archer 2550 GWT model are calculated based on maximum gross ramp weight; all others are calculated based on the maximum gross takeoff weight. 
2.)  Maximum Gross Takeoff Weights and Useful Loads are based on Normal Category operations.

